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Environmental Protection Agency § 63.9321 

TESTING AND INITIAL COMPLIANCE 
REQUIREMENTS 

§ 63.9310 By what date must I conduct 
the initial compliance demonstra-
tions? 

You must conduct the initial compli-
ance demonstrations that apply to you 
in Table 3 to this subpart within 180 
calendar days after the compliance 
date that is specified for your new or 
reconstructed affected source in 
§ 63.9295 and according to the provisions 
in § 63.7(a)(2). 

§ 63.9320 What procedures must I use? 
(a) You must conduct each initial 

compliance demonstration that applies 
to you in Table 3 to this subpart. 

(b) You must conduct an initial per-
formance evaluation of each capture 
and control system according to 
§§ 63.9321, 63.9322, 63.9323 and 63.9324, and 
each CEMS according to the require-
ments in 40 CFR 63.8 and according to 
the applicable Performance Specifica-
tion of 40 CFR part 60, appendix B (PS– 
3 or PS–4A). 

(c) The initial demonstration of com-
pliance with the carbon monoxide (CO) 
or total hydrocarbon (THC) concentra-
tion limitation consists of the first 4- 
hour rolling average CO or THC con-
centration recorded after completion of 
the CEMS performance evaluation. You 
must correct the CO or THC concentra-
tion at the outlet of the engine test 
cell/stand or the emission control de-
vice to a dry basis and to 15 percent O2 
content according to Equation 1 of this 
section: 
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Where: 
Cc = concentration of CO or THC, corrected 

to 15 percent oxygen, ppmvd 
Cunc = total uncorrected concentration of CO 

or THC, ppmvd 
%O2d = concentration of oxygen measured in 

gas stream, dry basis, percent by volume. 

(d) The initial demonstration of com-
pliance with the CO or THC percent re-
duction emission limitation consists of 
the first 4-hour rolling average percent 
reduction in CO or THC recorded after 
completion of the performance evalua-
tion of the capture/control system and/ 

or CEMS. You must complete the ac-
tions described in paragraphs (d)(1) 
through (2) of this section. 

(1) Correct the CO or THC concentra-
tions at the inlet and outlet of the 
emission control device to a dry basis 
and to 15 percent O2 content using 
Equation 1 of this section. 

(2) Calculate the percent reduction in 
CO or THC using Equation 2 of this sec-
tion: 
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Where: 
R = percent reduction in CO or THC 
C i = corrected CO or THC concentration at 

inlet of the emission control device 
Co = corrected CO or THC concentration at 

the outlet of the emission control device. 

§ 63.9321 What are the general require-
ments for performance tests? 

(a) You must conduct each perform-
ance test required by § 63.9310 according 
to the requirements in § 63.7(e)(1) and 
under the conditions in this section un-
less you obtain a waiver of the per-
formance test according to the provi-
sions in § 63.7(h). 

(1) Representative engine testing condi-
tions. You must conduct the perform-
ance test under representative oper-
ating conditions for the test cell/stand. 
Operations during periods of SSM, and 
during periods of nonoperation do not 
constitute representative conditions. 
You must record the process informa-
tion that is necessary to document op-
erating conditions during the test and 
explain why the conditions represent 
normal operation. 

(2) Representative emission capture sys-
tem and add-on control device operating 
conditions. You must conduct the per-
formance test when the emission cap-
ture system and add-on control device 
are operating at a representative flow 
rate, and the add-on control device is 
operating at a representative inlet con-
centration. You must record informa-
tion that is necessary to document 
emission capture system and add-on 
control device operating conditions 
during the test and explain why the 
conditions represent normal operation. 

(b) You must conduct each perform-
ance test of an emission capture sys-
tem according to the requirements in 
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